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Denominazione
Code

Bezeichnung

Dimensioni tazza
Bucket dimensions
Becherabmessung

mm

DIN 15234

Maniglione
Shackle
Bügel

DIN 5699

Dimensioni attacco tazza
Bucket attachment dimension

Befestigungabmessung
mm

DIN 15236-4

Capacità
tazze

 Bucket 
capacity
Becher-

Kapazität 

Peso di una tazza forma A
Weight of bucket shape A

Gewicht eines A-förmigen Bechers

kg ≅ (7.85 kg/dm3)

Largh.
Width
Breite

Spessore
Sheet thickness

Dicke 

mm

b a h1 h2 r t d e i m L
min

w v Sxb (dm3) 2 3 4 5 6 8

TZ 160x140 160 140 180 95 45 56 15 100 67 95 40 36 6 1.5 1.38 2.08

TZ 160x160 160 160 200 106 50 56 15 100 75 95 40 40 6 1.9 1.59 2.39 3.18

TZ 200x160 200 160 200 106 50 63 17 125 75 110 40 40 6 2.4 1.85 2.8 3.76

TZ 250x180 250 180 224 118 56 63 17 160 85 110 40 45 8 3.7 2.49 3.77 4.96

TZ 250x200 250 200 250 132 63 63 17 160 95 110 40 50 8 4.6 4.36 5.82 7.27

TZ 315x200 315 200 250 132 63 70 21 200 95 120 50 50 8 5.8 5.09 6.82 8.59

TZ 400x224 400 224 280 150 71 80 21 250 106 130 50 56 10 9.4 7.03 9.40 11.8

TZ 500x250 500 250 315 170 80 91 25 315 118 150 60 63 10 14.9 12.8 16.1 19.4

TZ 630x280 630 280 355 190 90 105 25 400 132 165 60 70 10 23.5 17.6 22.1 26.6

TZ 800x315 800 315 400 212 100 126 31 500 150 200 70 80 10 37.3 30.6 36.9 49.6

TZ 1000x355 1000 355 450 236 112 126 31 630 170 200 70 90 10 58.3 42.0 50.3 67.0

TZ 1250x400 1250 400 500 265 125 147 37 800 190 230 80 100 12 92.0 68.5 91.9

Le tazze standard DIN 15234 (tazze 
profonde con parete posteriore piana) sono 
fabbricate da lamiera di acciaio saldata e 
vengono utilizzate per trasporto di materiale 
in polvere o di varia granulometria come 
sabbia, cemento, carbone, ghiaia, gesso 
ecc. Sono disponibili anche: tazze tipo A.P.I., 
tazze in lamiera stampata per spessori fino 
a 2.5 mm, tazze in acciaio inossidabile e 
tazze in materiale sintetico quale polietilene 
ad alta densità (HDP) e Nylon.

The standard buckets according to DIN 
15234 (deep buckets with flat rear wall) 
are manufactured with welded steel sheet 
and are used for the transport of powder or 
bulk materials such as sand, cement, coal, 
gravel, etc. The following products are also 
available: A.P.I. buckets, extruded buckets 
with sheet thickness up to 2.5 mm, stainless 
steel buckets and buckets made of synthetic 
materials such as high density polyethylene 
(HDP) and Nylon.

Die Standardbecher nach DIN 15234 (tiefe 
Becher mit flacher Hinterwand) werden aus 
geschweißtem Stahlblech hergestellt und 
werden für die Förderung von Schüttgut 
oder Pulver (Sand, Zement, Kies, Gips, 
usw.) verwendet. Auch folgende Becher 
sind lieferbar: Becher Typ A.P.I., Becher 
aus Pressblech mit Dicken bis zu 2.5 mm, 
Becher aus rostfreiem Stahl und Becher 
aus synthetischen Materialien wie z.B. aus 
Niederdruck-Polyäthylen (HDP) und Nylon.

Tazze per elevatori -
DIN 15234

Buckets for bucket elevators
according to DIN 15234

Becher für Becherwerke 
nach DIN 15234


